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Juniper AP63 Access Point

Savant Smart Networking — AI-Driven Wireless Networking
The AP63 access point combined with Junipers AI-Driven Mist Cloud unlocks 
automated network operations and boosts Wi-Fi performance, while providing 
dynamic network insights. A direct integration with Savant Central Management 
allows Savant integrators exceptional visibility into the user experience through 
customizable service level expectation (SLE) metrics.

Savant Smart Networking — Powered by Juniper Networks
A Savant Smart Network (SSN) leverages the Juniper Mist AI and it’s cloud native 
architecture to bring unparalleled agility, scale, and resiliency to wireless networking. 
Savant Smart Networking delivers proactive automation and self-healing AI, replacing 
manual IT tasks saving time and money. Easily claim the AP63, configure wireless 
networks and manage all Juniper Access points from Savant Central Management.

AP63 Overview
The AP45 is an outdoor rated 
802.11ax access point that 
integrates AI to automate 
network operations, boost Wi-Fi 
performance and provide dynamic 
network insights. Housed in an 

IP67 rated enclosure, the AP63 

can stand withstand the elements. 

Managed by the Juniper Mist™ 
Cloud Architecture, it delivers 
extraordinary user experiences 
for residential, retail, warehouse, 
school, clinic, and home office 
environments.

High Performance Wi-Fi
The AP63 is a tri-band, quad-radio Wi-Fi (802.11ax) access point, supporting 4x4:4SS 
in the 5GHz band, delivering a maximum data rate of 2,400 Mbps for high-bandwidth 
applications. The AP63 also supports 4x4:4SS in the 2.4GHz delivering a maximum of 
1,148 Mbps. The integrated third dual-band radio functions as a network, location and 
security sensor, a synthetic test client radio, as well as a spectrum monitor. 

•	 High Performance Wi-Fi
•	 Automatic RF Optimization
•	 Dynamic Packet Capture
•	 Marvis Virtual Conversational Assistant
•	 Cloud-based Set Up and Updates
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AP63 Features

The table shown compares the supported major functions of the Juniper Wi-Fi 6E and Wi-Fi 6 access points to help in selecting the 
most appropriate model(s).

AI for AX 
Savant Smart Networking automates and optimizes new 
features that 802.11ax (Wi-Fi 6) has introduced. AI for AX 
capabilities improve data rate transmission scheduling 
within OFDMA and MU-MIMO and assigns clients to 
the best radio to boost the overall performance of the 
network. 

Greater Spectral Efficiency 
OFDMA improves efficiency to support increasing 
density of devices on the network. Density has itself 
become an issue with the rapid proliferation of IoT 
devices, which often utilize smaller data packets than 
mobile devices and hence increase contention on 
the network. Additionally, BSS Coloring improves the 
coexistence of overlapping BSSs and allows spatial reuse 
within a given channel by reducing packet collisions. 

Automatic RF Optimization 
Juniper’s Mist AI engine continuously monitors coverage 
and capacity metrics for every client every minute of 
the day to learn and optimize the RF environment. The 
learning algorithm uses hysteresis on a 24-hour window 
to conduct a site wide rebalancing for optimal channel 
and power assignment.

Marvis Virtual Conversational Assistant 
Meet Marvis – your new favorite team member. Marvis is 
an AI powered network assistant with natural language 
processing (NLP), a conversational interface, anomaly 
detection and data driven root cause analysis. The 
Marvis Virtual Network assistant is included with an 
active Savant Smart Networking subscription.

Improved IoT Battery Efficiency 
Like all Mist APs, the AP63 access point helps to 
extend the battery life of IoT devices by incorporating 
the 802.11ax target wake time (TWT) capability and 
Bluetooth 5.0, as additional clients join the network. 

Proactive Analytics and Correlation Engine 
A dedicated third dual-band radio collects data for 
Juniper’s patent-pending Proactive Analytics and 
Correlation Engine (PACE) to monitor SLEs and provide 
proactive recommendations to ensure problems are 
resolved quickly or prevented entirely. This radio also 
functions as a synthetic test client to detect and mitigate 
network anomalies.

Dynamic Debugging 
Savant Smart Networking leverage the Juniper Mist 
AI engine to constantly monitor services running on 
the AP63 and sends alerts when a service behaves 
abnormally. Dynamic debugging prevents APs 
going offline or any services running on it becoming 
unavailable. 

Dynamic Packet Capture 
Juniper’s Mist AI automatically captures packets and 
streams them to the cloud when major issues are 
detected saving time, effort and eliminates the need for 
sniffers.  

Cloud-Based Setup and Updates 
Firmware updates are retrieved and installed 
automatically, ensuring that the network is always up to 
date with new features, bug fixes and security updates.  

AP12 AP33 AP43 AP45 AP63

Deployment Indoor Wall Plate/
Desk Mount Indoor Indoor Indoor Outdoor

Wi-Fi Standard 802.11ax (Wi-Fi 6)
2x2 : 2SS

802.11ax (Wi-Fi 6) 
5GHz: 4x4 : 4SS
2.4GHz: 2x2 :2SS

802.11ax (Wi-Fi 6 )
4x4 : 4SS

802.11ax (Wi-Fi 6)
4x4 : 4SS

802.11ax (Wi-Fi 6)
4x4 : 4SS

Wi-Fi Radios Dedicated
third radio

Dedicated
third radio

Dedicated
third radio

Dedicated
fourth radio

Dedicated
third radio

Antenna Options Internal Internal Internal/External Internal/External Internal/External

Virtual BLE — ü ü ü ü

IoT Interface — — ü — —

IoT Sensors — —
Humidity,
Pressure,

Temperature

Temperature,
Accelerometer —

Warranty Limited Lifetime Limited Lifetime Limited Lifetime Limited Lifetime One year

Frequencies 
Supported

2.4GHz
5GHz

2.4GHz
5GHz

2.4GHz
5GHz

2.4GHz
5GHz
6GHz

2.4GHz
5GHz
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Savant Central Management Features

Purchase 
Subscriptions
Purchase, manage and 
view previous Savant 
Essentials and 3rd 
party subscriptions.

Claim Mist APs
Claim Mist APs after 
purchase via QR code 
or manual input.

Create WLANs
Easily create WLANS 
from SCM. WLANs are 
instantly deployed on 
the site.

Create WLAN 
Templates
Create WLAN 
templates to simplify 
deployment processes.

Smart Networking - Simplified Deployment

Monitor SLEs
Mist AI uses a combination of artificial intelligence, 
machine learning, and data science techniques to 
optimize user experiences and simplify operations 
across the wireless access.

AI-Driven Wireless Networking

Marvis Conversational Assistant

Marvis Conversational Assistant
Marvis is an AI Powered network assistant that you can talk 
to. Simply ask Marvis a question and receive instant root 
cause analysis. 

http://Savant.com
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Specifications

AP63 
Wi-Fi Standard 802.11ax (Wi-Fi 6), including support for 

OFDMA, 1024-QAM, MU-MIMO, Target Wake 
Time (TWT), and Spatial Frequency Reuse 
(BSS Coloring). Backwards compatibility with 
802.11a/b/g/n/ac

Combined Highest
Supported Data 
Rates

Dual-Band: 3.5 Gbps

Dual-5GHz (internal antenna model): 4.8 Gbps

2.4 GHz 4x4 : 4 802.11ax up to 1,148 Mbps data rate

5 GHz 4x4 : 4 802.11ax up to 2,400 Mbps data rate

MIMO Operation Four spatial stream SU-MIMO for up to 2,400 
Mbps wireless data rate to individual 4x4 HE80

Four spatial stream MU-MIMO for up to 2,400 
Mbps wireless data rate to up to four MU-MIMO 
capable client devices simultaneously

Dedicated Third 
Radio

2/2 : 2SS, dual-band WIDS/WIPS, spectrum
analysis, synthetic client and location analytics 
radio

Internal Antennas Four 2.4GHz omnidirectional antennas with 4 
dBi peak gain

Four 5GHz omnidirectional antennas with 6 dBi 
peak gain

Bluetooth 5.0 vBLE 16-element Directional Antenna Array and 
Omni Bluetooth Antenna

Beam Forming Transmit Beamforming and Maximal Ratio
Combining

Power Options 802.3at PoE (no PoE out), 802.3bt PoE

Dimensions 285 x 285 x 86 mm (11.2 x 11.2 x 3.4 in)

Weight AP63: 3.4kg (7.5 lbs) 
excluding mount and accessories

AP63E: 3.9kg (8.6 lbs) 
excluding mount and accessories

Operating
Temperature

-40° to 55° C with solar loading

-40° to 65° C without solar loading

Operating
Humidity 10% to 90% maximum RH, non-condensing

Operating Altitude 3,048 m (10,000 ft)

Enclosure IP67 / NEMA 4 compliant

Electromagnetic 
Emission FCC Part 15 Class B

Mean Time
Between Failures 
(MTBF)

Indoor MTBF in hours is 999,958*

Outdoor MTBF in hours is 265,318*

Trusted Platform 
Module (TPM) Includes a TPM for infrastructure security

*Based on Telcordia SR-332 issue 3, Method I, Case 3 and measured at temperature of 
25°C (77°F) for indoor access points, and 65°C (149°F) for outdoor access points.

I/O and Indicators 
Eth0 100/1000Base-T, 2.5GBase-T (802.3bz); RJ45; 

PoE PD (requires 802.3bt)

Eth1 10/100/1000Base-T; RJ45 optional 802.3af PoE 
PSE mode (requires 802.3bt on Eth0)

External Antennas 
(AP63E)

Six N-type male connectors (four dual- band for 
client radios; two dual-band for the third radio)

Reset Reset to the factory default settings

Indicators One multi-color status LED

Compliance 
Standards

CSA/UL 62368-1
FCC Part 15.247, 15.407,
15.107, and 15.109 RSS247 ICES003 (Canada)

 
Mounting Brackets

APOUTBR-KIT Contains Flush Mount and Articulating Mount 
Brackets

Patended vBLE Technology
The AP63 access point, is a second-generation, 
patented, and dynamic, 16-element virtual Bluetooth LE 
(vBLE) antenna array combined with machine learning 
to eliminate the need for battery-powered beacons. 
This maximizes scalability and optimizes deployment 
investments in location-based services.

vBLE enables businesses to provide rich location-based 
experiences that are engaging, accurate, real-time, and 
scalable.

AP63 AP63E

Bluetooth Antenna Array

http://Savant.com


Corporate and Sales Headquarters

Savant Systems, Inc. 

45 Perseverance Way

Hyannis, MA 02601 USA

Phone: 508.683.2500

www.savant.com 

Copyright 2023 Juniper Networks, Inc. All rights reserved. Juniper Networks, the Juniper Networks logo, Juniper, and Junos are registered trademarks of Juniper Networks, Inc. 
in the United States and other countries. All other trademarks, service marks, registered marks, or registered service marks are the property of their respective owners. Juniper 
Networks assumes no responsibility for any inaccuracies in this document. Juniper Networks reserves the right to change, modify, transfer, or otherwise revise this publication 
without notice.

http://savant.com

